FRONT PANEL: 


When first setting up turn “Volume ` and “bass/mid/tops’ volume controls down. 
Centre all “graphic eqs’ to middle position, except roll off lowest bass eq (left most 
control anti clockwise). 

Turn ‘mid parametric’ fully on (clockwise) 

Turn “bass parametric’ to about half way, turn the first two bass & treble’ controls to 
about 3/4 on . 


“Cut Out’ switches are ‘down for on’, ‘up for off 
Input (s2) select switch “up for line in `, ‘down for turntable in* 


Once connected up play some music from your source, make sure ‘cut outs’ are in the" 
on" ...( DOWN ) position, turn volume fully up on ‘tops’, & ‘mid’s’ then 

Slowly increase the ‘main’ volume you should then hear your music playing. 

Get a balance between the sound of your ‘tops’ & ‘mid's’ by decreasing either cotrol to 
get the sound you prefer then Start to turn up ‘bass’ volume and get a balance between all 
3 sections. 


Its not always a case of turning everything full on and using the eq to control things, so 
balance using the volumes, From here you will have to fine-tune the pre-amp to your 
sound system / pa. 


Thave found that using this basic set-up you will get a good clean sound, obviously there 
is more to running the sound than that, different records/music will play differently and 
you will have to do adjustments as you play, but i would say not to over do it. 


Use the graphic sparingly, maybe add some treble eq (try second from right to give the 
sound a more airy open sound. 


To drive the bass you can turn up the Master Bass volume, boost the graphic, tune in to 
certain frequencies with the ‘sweep’ control. 

Some tunes might need adjustment between high mid and treble, you could use the 
graphic or the ‘mid parametric’, this control can also be used in time to ‘play’ with the 
mid sounds.. just experiment, 


When using the ‘mic section’ again turn the volume up slowly when the mic is 
connected, use the 2 band eq to adjust and stop “howl around’ or ‘feedback’. 


You can add echo fx ete to the mic sections and the music sections using the ‘fx send* 
controls, again adjust the two band eq.. 

For the ‘fx return’ balance the volume of the return to fit along with the music and adjust 
the two band eq. 


